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Application

» To determine the knitted textiles, papers,
non-woven material bursting strength force.
» Hydraulic diaphragm bursting strength(Mullen type)

Hionich:

» UPC color display controller.
= software provided 2 operation method
= rupture and return.
= return when reaching set force
» Auto display the bursting strength force in Kpa
or Lbs.

BTA orovides user dailv and weekl » Rubber diaphragm replacement easily.
self-chpecl\("Methl:)d - bl ® Curl sample can be hold flat and use foot-

® SDC VF verification fabric and reference data

for self-check.
» The self-check method can also identify
consumable parts replacement.

ication Fabric
eck

paddle for clamping.

» Test data can be printed by ready build-in
narrow printer.

» Software with an special program for testing
adhesive non-woven material force.

» Option to provide an sample holder for elastic

Standand Compliance

ISO 2758 | GB/T454 | ASTM 3786

Topic:
Performance analysis of equipment using
SDC verification fabrics
Author: KMS colortech

ication fabric

Specification#l#g :

Specimum holder dimensions

Rubber diaphram dimensions

Strength (Max.) and resolution

Machine Dimension mm

Machine weight kg

Pneumatic

BTA
® 30.5£0.05 mm
® 80 mm
0~7Mpa (1015psi), 0.002MPa
0~2Mpa (2000kPa/290psi)
AC220 V, 500 W, 50-60 Hz
420x470%515mm
45kg

Max. 2.5 bar CE EU Certificate




Consumable and Accessories

e SDC VF2960 #ZIEf |EI1K
SDC VF2960 Verification Fabric Pl - Meters 1m/pack (pt320004)

o KMSBKAE LA BE@80mmx3mm(10 4 /6)
Rubber diaphragm 10pcs/pack (pt301740)

o KMSEKARILSRAE(KMS)105mmX105mm (205 /8)
Reference aluminium foil 20pcs/pack(pt310431)

o PPIFHOKIESEHR (10K/8)
PPI Reference aluminium foil 10pcs/pack (pt103999)
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