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» Determine of woven fabric tear strength.
Tester can be applied in other industries
for tearing test too.

» Fully comply with ASTM Elmendorf
pendulum Method (EPM)and supplement
with electronic display of different
self-check Method » ELT strictly follow EPM for in-house final

quality test and reference with SDCE VF

testing data
» Option external narrow printer

Standand Compliance

» SDC VF verification fabric and reference data ISO 13937-1/ GB3917.1 / ASTM D1424

for self-check.
» The self-check method can also identify

consumable parts replacement. Topic:
Performance analysis of equipment using
SDC verification fabrics

Author: KMS colortech
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Specification #1&: ELT
0~16N

Tearing strength capacity 0~ 32N
0 ~64N
Tearing length 43mm
Pre-cut slit 20£0.2 mm

Machine Dimension mm 400 x 210 x 395mm _
Machine weight kg 30kg CE EU Certificate




Consumable and Accessories

SDC VF2955 #1Efh, BE1K

SDC VF2955 Verification Fabric PH 1m/pack(pt320003)

KMS 715
Blade (pt ELT-2-4)

16NE FEA
16N pendulum A (EL-4-7)

32N#EHEB
32N pendulum B (EL-4-8)

64NIZTHEC

64N pendulum C (EL-4-9)
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Calibration weight D (EL-5-1)
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Calibration weight E (EL-5-2)
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Calibration weight F (EL-5-3)
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www.kmscolor.com




