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KMS
Martindale Abrasion and Pilling Tester MTD
MTD马丁代尔耐磨及起毛起球平磨仪

To make an abrasion test for woven fabrics,
wool and wool blends fabrics and nonwoven 
fabrics as well as knitted fabrics in preset 
pressure, and to make a pilling test for all kind 
of fabrics in slight pressure situation. 
The motion between sample holder and backing 
disc is Lissajous curve.

ISO 12495-2, 12947, 5470 / GB/T4802.02 
ASTM D4966, D4970 / IWSTM112,196
JIS1096

User-friendly design, color monitor display
10 stored  program, can save different  abrasion
and pilling count numbers. Recall to test without 
setting again.
Display the  status " abrasion or pilling test "

6 x standalone counting number setting and 
actual number display. With interrupt memory 
record.
Consumable SM25, SM26 life rubs set and 
indication for reminder.
Auto up-down platform system with safety device
to easy change consumables and specimen

MTD-6 Highlights：

SDC Verification Fabric 
     Self-check

SDC VF CertificatePaperSDC VF Verification fabric

CE EU Certificate
Topic:
Performance analysis of equipment using
SDC verification fabrics
Author: KMS colortech

MTD-6 provides daily and weekly self-check by 
                     SDC verification fabric：

Standand Compliance

Application

Endorsed verification fabrics
for KMS test equipment.Model:MTD

Auto - up down 
      platform
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Consumable and Accessories

Contact us

标准评级照片
SM50 Grading photo

Abrasion kit Pilling kit

 

13302233344
18675899688

12158666
178864880

sales@kmscolor.com

www.kmscolor.com

代理商 Agent :
KMS致力各种测试标准

切布器φ38mm （耐磨）测试 (pt320000)
Circular Cutter φ38mm (pt320000)   

A. SM50 起毛起球评审样照针织物 1套有4种5张 20
    SM50 Pilling photographs of knitted fabrics (pt320015)
    Shetland, Double jersey, Botany, Lambswoll

Assessment

SDC VF2960 校正布，每包1米
SDC VF2960 Verification Fabric PI (1m/pack) (pt320004)

切布器φ140mm （磨座）测试 (pt320002)
Circular Cutter φ140mm (pt320002)

SDC VF2955 校正布，每包1米
SDC VF2955 Verification Fabric PH (1m/pack) (pt320003) 
SM 25耐磨布 英国SDC原装  5 米/包 (pt300336)
Wool Abradant Fabric (SM 25) 162 cm width 5m/pack 
SDC SM 26羊毛毡  φ 90  mm  24片/包 (pt300334) 
Woven Felt Pads SM 26 ,90mm diameter (24pcs/pack) 

SDC SM 26羊毛毡  φ 140  mm  24 片/包 (pt300335)
Woven Felt Pads SM 26,140mm diameter (24pcs/pack)
SDC SM 28 Pu垫泡 φ 38 mm 25 片/盒 (pt300333) 
SDC Polyetherurethane Foam Sheets SM28 (25pcs/pack)
KMS 切样器用胶板垫(5块/包)
Pad for Cutter (5pcs/pack) (pt102533) 

电子磅(0.001g~20g) (For abrasion test 校正布方法用
Scale (0.001g~20g electronic scale)  (pt310197)

耐磨套件盒 9kpa砝码，12kpa砝码，磨头各6套）
Abrasion kit box (9kpa, 12kpa, specimun holder / 6pcs) (ptMTD-1-33)

起毛起球套件盒 起毛起球砝码，磨头各6套）
Pilling kit box (weight, specimum helder / 6pcs) (ptMTD-3-3)

黑吸震垫片φ50 3片/盒）
Graphite plate for ball bearing φ50 (3pcs/pack)(pt102203)

磨杆固定胶圈φ8x2 18粒/包）
O-ring for specimen shaft φ8x2(18pcs/pack)(pt101096)

切布器φ90mm （耐磨）测试 (pt320001) 
Circular Cutter φ90mm (pt320001)  

B. ASTM-D3512 起毛起球评审灯箱不包括评级照片G3(pt320016)
    ASTM-D3512 Pilling assessment viewer with CWF light G3
    tube without photographic

Specification ： MTD

6 position

1~9999

AC220V±10%  900W

130kg
1000×610×350mm

ASTM/ISO/GB
Abrasion (apparel fabric)

ASTM/ISO/GB
Abrasion(upholstery fabric)

ISO/GB Loading pieces
Upholstery

Woven fabric

9kpa weight

12kpa weight

Loading piece

Accessories spec： MTD

Power

Number of Specimen Dock

Display and counter

Operation Speed

Number of Test / Setting

Machine Dimension mm

Machine Weight kg

LCD display & 6 position counter
48±2rpm

Alibaba Demo


