Mks ICI Pilling Box Tester
7 ICI FAT\EEERIKY

Application

» |ClI pilling box tester to determine the
pilling effect on fabrics in a fraction of the
time to normal wear.

= Magnetic cork-liner.

Highlights

» UPC controller operation
Rotation number setting, store and recall.
» Safety device and emergency auto-stop.
» Magnetic backed cork-liner provies rapid and easy
replacement.

» Easy operation with set-up / operation video.

» Magnetic backed cork-liner set kit is available for
various users(Inquiry to KMS).

Standand Compliance

ISO 12945-1/ GB4802-3 / BS 5811

Topic:
Performance analysis of equipment using

: : SDC verification fabrics
ation FabI'IC Author: KMS colortech
eck

SDC VF Certificate




Specification: ICI-2 ICI-4

Inside dimension of the boxes mm 235 x 235 x 235mm

Number of pilling boxes 2 4

Rotative velocity of the box 60 rpm +/- 2

Accumulative counter rotations 1 - 99999 count

Power AC220V 200W = AC220V 400w
Machine Dimension mm 770x580%x440 | 750x800x700
Machine Weight kg 50kg 80kg CE EU Certificate

Consumable

KMS #EIRERKIRFT 8% & B KR (6pcs/pack)
Magnetic cork-Liner (6pcs/pack) (pt311712a)

KMS 37k#A%fE (6pcs/pack)

Cork-Liner (6pcs/pack) (pt311712)

KMS HHEZETFRRR (BE4%NE)
Specimem Tuber (4pcs/pack) (pt310011)

KMS HiFEREFEN
Tool for install pilling sample kit (pt320012)

19mm3IEERBPVCIREK, F810%
Self adhesive PVC tape (10pcs/pack) (pt320014)

SDC VF2960 &1Efm, BE1XK
SDC VF2960 Verification Fabric Pl (1m/pack) (pt320004)

Assessment

A. SMSAEERFKITEHIERRET AN, 1E/4M55K (205K)
SM54 Pilling photographs of knltted fabrics (pt320015)
Shetland, Double jersey, Botany, Lambswoll

B. ASTM-D3512 {2 E#eEkiT e kT 1~ BLIE 1T R H G3(pt320016)
ASTM-D3512 Pilling assessment viewer with CWF light G3
tube without photographic

WA IK ARt B 7~

Magnetic backed cork-liner replacement photo.

FREVFRER F
SM54 Grading photo

* Magnetic backed cork-liner set kit is available for
various users
(Inquiry to KMS)

13302233344 @ 12158666 @ sales@kmscolor.com
18675899688 178864880
www.kmscolor.com




