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A Random Tumble Pilling Tester RPT
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Application

Random Pilling testing for fabrics.

 ighishes

» UPC controller:
- with time and temp. setting and control.
* The RPT Random Tumble Pilling Tester
provide 2-chamber and 4-chamber
model.
» Compressed air is also injected into
the chamber to strengthen the tumbling
action to avoid sample sticking.

Standand Compliance

ASTM D3512

Topic:

Performance analysis of equipment using
SDC verification fabrics

Author: KMS colortech

Specification :

Chamber number

Rotation speed

Chamber diameter

Chamber depth

Voltage

Dimension mm

Net weight kg

RPT-4
4
1200£100rpm
146mm
152mm
AC220V 250W ' AC220V 500W
500%560%x535 560 x 460 x 660
45kg 65kg

CE EU Certificate




Consumable and accessories

o ELRIVEFRIKMUEKMFEE (50H/18)
Cork Cylinder Liners, 50pcs/pack (pt210995)
Cotton sliver(#%2%)
Gray Cotton Sliver, 1yds/pack (pt320009)
o MK

Tear Mender (pt320010)

o SDC VF2960 #1Efi, §E1K
SDC VF2960 Verification Fabric Pl (1m/pack) (pt320004)

A. SM54E EREKITHEHRET R, 1EH4T5K (205K)
SM54 Pilling photographs of knitted fabrics (pt320015)
Shetland, Double jersey, Botany, Lambswoll

B. 1TEATEG3A EiTTRER R (pt320023) SM54 Grading photo
Assessment viewer with D65 light G3 tube without photographic
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