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KMS
Sublimation Fastness Tester SB1 
SB1 耐烫升华色牢度测试仪

型号:SB1

UPC controller
   Control heating
   Control time
Time reached will alarm
Choose Top plate heating only or Both (Top and bottom) 
heating
Top plate with cooling fan, fast cool down.

ISO 105 / AATCC133,117 / GB5718,G152 

Specification规格 ：

加热方式Heating Method

电源Power

试样面积Sample Size 

净重Weight kg 

 机台尺寸Machine Dimensions 

SB1

室温Room Temperature ~220

4kpa ± 1kpa

上加热或上下加热Upper or Both Plates

AC220 V, 450 W, 50-60 Hz

8kg

220x355x200mm

50x120mm

测试压力Testing Pressure

400W

特点

符合标准

温度控制范围Temperature Range

加热功率Power of Heating

消耗件及配件选购 Consumable

隔热垫 (SB1-00-4)
Heat insulation tray 

联系方法 Contact us

阿里巴巴 机台示范

13302233344
18675899688

12158666
178864880

sales@kmscolor.com

www.kmscolor.com

代理商 Agent :
KMS致力各种测试标准

UPC 控制器
  控制温度
  控制时间
到达后会响警报
可选择上块加热式上下块一起加热
上块配风机加快散热

 ISO欧标多纤维布DW (10米/1卷）
 ISO Multi-Fiber DW (10m/pack) (pt301849) 
     

SDC #3355  (pt305010)
SDC #3355  ISO 105/A03 Grey Scale for Staining  
     

CE EU Certificate

Highlights

Standand Compliance


